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LT60 Solar ObstructionLight 

 
Products description and application 

Applied to the tower (power, communications, microwave, etc.), the chimney (power 
plant, coking plant, chemical plant, etc.), high-rise buildings, bridges, port 
machinery, large engineering machinery, such as wind turbines which to have the 
occasion of the warning role on aircraft. 

Features 

Based on LED and solar power technology, working stable, low maintenance costs. 
Two kinds of working modes can be customized (main-standby light working mode 

or two lights working together) 
Shock proof and corrosion resistant. 
Use standard Ni-MH battery and easy to replace. 
Lamp housing: use PC material, with good impact strength, thermal stability and 

glossy. 
Flame-retardant level: UL94-V0. 

 
General Specifications 
 Standard China(CAAC) MH6012-2015 Aviation Obstruction light 

 EU(ICAO) ICAO Annex 14 Volume 1 6th Edition Aerodrome Design and Operations 

 U.S. (FAA) Advisory Circular 150/5345-43GH Specification for ObstructionLighting Equipment 

Electrical  Mechanical  
Solar panel type Single crystal silicon solarpanels Body Material Aluminum alloy 
Rated power 
consumption 6W/10V 

Housing material 
PC 

Battery Ni-MH Ambient Humidity 10%~95%RH 
Battery capacity 3.6V/8AH×2 Operating 

Temperature Ta-40 ̊C ~ +55 ̊C 

Light source LED IP rate IP65 
ON/OFF level 50-500Lx Color Yellow● 
Autonomy ≥7 days (environment 

temperature with 25℃) 

Weight 
3.3 kg 

Optical Parameters   
Intensity 

32.5cd 
Working mode Steady burning(Flashing 

can be customized) 

Vertical Beam 
Spread ≥10° 

Horizontal Beam 
Spread 360° 

Light color Red   
 
Mounting dimensions 

Unit: mm 
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15°~60° 
adjustable 
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LT60 Solar ObstructionLight 

 
Installation and Operation 
 

 Products must be installed in a place where sunlight can be fully received to ensure its continuous 
work. Installation method: G3/4〞 pipe thread installation.  
Product has built-in photo sensor, when the ambient illumination is lower than the ON/OFF level, 
product starts to work. 

 In the first use, please open the plug from the top of the box. 

 When the plug is opened, turn on the power switch. And remember to turn off the switch when 
product in storage. 

 The solar panel mount angle can be adjusted from 15° to 60° by adjusting the bracket. 

 Battery maintenance： 
 Turn off the power , then loosen the 6 screws on the cover with the cross screwdriver and open it. 
 Please notice the positive and negative anodes position of battery to avoid short-circuit. 
 Remove the overdue battery. 
 Insert the new battery, cover the box, and turn on the power. 
 Cover the solar panel to check whether the product starts to work and tighten the plug. 

Notes 
 
  Product with PC part(lighting housing or body), can not be with industrial alcohol, banana water, isopropyl alcohol, carbon tetrachloride, 

cyclohexanone and other organic solvents directly or indirectly contact, otherwise it will be corrosion cracking. 
 Please change the battery regularly to ensure that the lamps can work normally, the suggestion is to change once a year. 
 When stored for more than 6 months, the product should be placed in the sun for 3 days to fully charge the battery 

How to Order 

 
 

P/N Model Working Mode Color Photocell Mount 

1000114-009 LT60 
Steady burning/Two light heads working 

together Yellow Yes G3/4〞Thread mount 

Thanks for choosing our products, NANHUA Electronics is the professional brand of signal transmission and high quality 
industrial lighting which is trusted and loved by global users from various industries.   
Read and understand these instructions completely and carefully. Wrong installation and operation may lead to fires, electric 
shock, and others. Due to our continued efforts to improve our products, product specifications are subject to change without 
notice. ©NANHUA Electronics Co., Ltd. All rights reserved.www.nanhua.com 
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